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Thermaltake  Urban S31 Mid Tower 

Model VP700M1W2N VP700M1N2N 

Case Type Mid Tower 

Chassis Dimension 
(H*W*D) 

500x 206 x 520 mm 
(19.7 x 8.1 x 20.5 inch) 

Net Weight 7.3Kg / 16.1 lb 

Side Panel Transparent Window No Window 

Color Exterior & Interior : Black  

Material SECC 

Cooling System     

Front (intake) :  
120 x 120 x 25 mm Turbo fan (1000rpm,16dBA) 
120 x 120 x 25 mm fan (Optional) 
Rear (exhaust) :  
120 x 120 x 25 mm Turbo fan (1000rpm,16dBA) 
Top (exhaust) : (Optional) 
120 x 120 x 25 mm fan x 2 or 140 x 140 x 25 mm fan 
Bottom (intake) : (Optional) 
120 x 120 x 25 mm fan  

Drive Bays 
-Accessible 

-Hidden 
-Docking 

 
3 x 5.25’’, 1 x 3.5’’ (Converted from one 5.25” drive bay) 
6 x 3.5’’ or 2.5’’ 
1 x 3.5” or 1 x 2.5” 

Expansion Slots 7 

Motherboards 9.6” x 9.6” (Micro ATX), 12” x 9.6” (ATX)  

I/O Ports USB 3.0 x 2, USB 2.0 x 2,  HD Audio x 1 

PSU Standard PS2 PSU (Optional) 

LCS Upgradable Supports 1/2”、3/8”、1/4” water tube 

Other 

CPU cooler height limitation: 155mm 

VGA length limitation: 290mm(with HDD rack) 

                                        410mm(without HDD rack) 

•Specification 

• Style：Simple 

Connection： Front-top I/O ports including two USB 3.0 and two USB 2.0 

Ventilation： 2 preinstalled 120mm fans with removable filters 

Expansion： 3 + 6 drive bays including a removable HDD rack (3 bays) 

Support： LCS & Advance Cable Management 

• Material：Steel & Plastic 

• Main Feature 

• Size：Mid-Tower supports up to ATX MB 



• Appearance  

Angle view 

Top view  

Left Side view 

Rear view 

Front view 

Internal Structure 

Right Side view 
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• Unique Design 

Metal brushed front door panel 
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Transparent Window (for VP700M1W2N) 

Top HDD Docking Station 

Sound-damping foams for extreme silence  

(for VP700M1N2N) 

5.25” drive converter rack which wills 

supports 1 x 3.5” and 2 x 2.5” drives 

Removable HDD rack supports long VGA 



• Structure (External) 
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Front fan filter  Bottom PSU filter Top fan filter 

Internal USB 3.0 Connection 

• Ventilation  

12cm Rear Turbo fan 12cm Front Turbo Fan 

Easy access I/O ports Keyboard & mouse security lock  



• Structure (Internal)  

3 x  5.25”  

1 x  3.5” (Converted from one 5.25” drive bay)   

6 x  3.5” or 2.5” (hidden) device 
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Cable management design 

HDD tray 3.5” & 2.5” drive support  Tool-free design for 5.25” device  3.5” HDD Tool-Free device 

VGA length limitation: 290mm(with HDD rack) 

                                        410mm(without HDD rack) 



 Front (intake) : 120 x 120 x 25 mm Turbo fan (1000rpm, 16dBA) 

                                   120 x 120 x 25 mm fan(Optional) 

 

 HDD Air Cooling System A 

 Top (exhaust) : 120 x 120 x 250 mm fan x 2 or 140 x 140 x 25 mm fan(Optional) 

 Rear (exhaust) : 120 x 120 x 25 mm Turbo fan (1000rpm, 16dBA) 

 CPU Air Cooling System B 

 VGA Air Cooling System C 

 Bottom (intake) : 120 x 120 x 25 mm fan (Optional) 

• The Cooling System - Air Cooling  
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• The Cooling System – Liquid Cooling (Optional)  

 Front (intake) : 120 x 120 x 25 mm Turbo fan (1000rpm, 16dBA) 

                                   120 x 120 x 25 mm fan (Optional) 

 HDD Air Cooling System A 

 Rear (exhaust) : 120 x 120 x 25 mm turbo fan (1000rpm, 16dBA) 

 CPU Air Cooling System B 

 VGA Air Cooling System C 

 Bottom (intake) : 120 x 120 x 25 mm fan (Optional) 
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SIMPLE, YET ELEGANT 


